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My-Com G

My-Com G75N80/L

My-Com G75P80/L

My-Com L

My-Com L75N80/L

My-Com L75P80/L

My-Com G

My-Com G75N/S35L

My-Com G75P/S35L
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My-Com D

24 VAC
50 mA
15 VDC
2 mA

1502-039               My-Com M75/80
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My-Com precision switchesMy-Com precision switches

brass nickel plated

overrun 1,5 mm approx.

protection class IP 67 protection class IP 67

zirconium oxide ZrO2

brass nickel plated

transistor output NPN / PNP
protection class IP 50

5 - 36 VDC
50 mA
480 Ω

normally open (NO)

overrun 0,6 mm approx.

transistor output NPN / PNP
protection class IP 67

ruby
brass nickel plated

5 - 36 VDC
50 mA
480 Ω

normally open (NO)

overrun 1,5 mm approx.

zirconium oxide ZrO2

brass nickel plated

transistor output NPN / PNP
protection class IP 50

5 - 36 VDC
50 mA
480 Ω

normally open (NO)

activating 30 grams / cN
force 50 grams / cN

75 grams / cN
100/250 grams / cN

electrical max. AC voltage
data max. switch. current AC

max. DC voltage
max. switch. current DC

activating NPN 75 grams
force PNP 75 grams

electrical max. supply voltage
data max. load current at 24 VDC

min. load resistance
output

contact
housing

special
features

connection diagram/output function

for connector base version add  .../S35

* length with connector base S35
   approximately 46mm 

for connector base version add  .../S35

* length with connector base S35
   approximately 46mm for connector base version add  .../S35L

* length with connector base S35
   approximately 66 mm

options

overrun 1,5 mm approx. overrun 1,5 mm approx.

1501-009               My-com M75N80
1501-0011             My-com M75P80

5-36 VDC
50 mA
480 Ohm

normally open

zinconium oxide ZrO
brass nickel plated

silicon gasket

zinconium oxide ZrO

silicon gasket
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